


() TEHNOPLAST
Series E/ F advantages

Compact and practice design reduces time and cost of installation, providing more space for cables
and also easy changing the position of the door opening, on the left or the right side

STANDARD base ( glow wire
test up to 650 degrees ) for
installation on standard brick
e walls.

premium

glow wire test

. Enough space for 12+2
modules per row

With connected DIN rails
manipulating and
installing equipment is
considerably simplified.

Possibility of connection
of the cables with cable

850°C

ties.

PREMIUM base (glow wire test
up to 850 degrees ) for
installation on hollow walls.

Easily removing of the
upper and lower part
contributes more space for
cables.

The connection between
frame and the base with
plastic connectors,
without using screws,
provides adjustable
connection up to the
needs.

& Simple installation of the

base on the wall with

. already marked lines that

reflect necessary
dimensions for the cutting.



TEHNOPLAST
Enclosures series E

U12E

Type: Dimension: Number of modules: | No.of PE/N terminals:| Pde [W]
IP400In63A 317x346x%92 12+ 2 2x10 31
| Type: Dimension: Number of modules: | No. of PE/N terminals:| Pde [W]
(1 IP40[@In 63A 442x 346X 92 24+4 2x13 40
4‘
)
Type: Dimension: Number of modules: | No.of PE/N terminals:| Pde [W]
IP400In63A 592x346x%92 36+6 2x15 50
Type: Dimension: Number of modules: | No.of PE/N terminals:| Pde [W]
IP40MIn63A (717x346x92 |48+8 2x20 60
Type: Dimension: Number of modules: | No.of PE/N terminals:| Pde [W]
IP40[0lIn 63A 842x346x92 (60+10 2x30 70




TEHNOPLAST
Enclosures series F

Type: Dimension: Number of modules: | No. of PE/N terminals:| Pde [W]
IP400In63A [317x346x92 12+ 2 2x10 33
Type: Dimension: Number of modules: | No. of PE/N terminals:| Pde [W]
IP40OIn63A [442x346x92 24+4 2x13 43
Type: Dimension: Number of modules: | No. of PE/N terminals:| Pde [W]
IP40OIn63A [592x346x92 36+6 2x15 62
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